
Application

• Single Lamp Undercabinet
• Companion to Series 319, 324 and 326

Diffuser Options

• Ribbed white acrylic - standard
• Two-tone opaque front acrylic

Features

• Snap-Together body and ballast cover
• No fasteners
• Installed green ground stud
• UL flexible cable connector
• K.O. for C.O. and rocker switch

Finish

• White

Optional Features

Custom modifications in the physical specifi-
cation and color are available for this fixture.
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Lamping Options
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SIZE LENGTH

TOP
WITHOUT DIFFUSER

FRONT

DIFFUSER
RIBBED WHITE

8W
13W

8W/13W

12 3/16
21 3/16
24 7/16
33 7/16
42 7/16

5/8 X 37/64 D.D. K.O.

5

1.1

IDENTICAL ON
OPPOSITE END

15/16

2 13/16

3X 1/2 DIA. K.O. (3) 3X BALLAST MNT.
LIFTING LANCE (2)

STARTER HOLE COVER LANCE SOCKET MNT.2X 3/16 DIA. K.O.

15/16 SQ. K.O.

SNAP-TOGETHER LANCE (2)

1 1/8 X 9/16 K.O.
2X MTG. HOLES

3X 1/2 K.O. (3)

DBL./13W

320

2’ (14W)
3’ (21W)

22 11/16
34 1/2

4’ (28W) 46 5/16

DBL./ 8W

T5
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T-5
SIZE LENGTH

12-3/16
21-3/16
22-19/32
24-7/16
33-7/16
34-7/16
42-7/16
46-7/32

(1) 8W
(1) 13W
(1) 14W

(2) 8W (T)
8W+13W (T)

(1) 21W
(2) 13W (T)

(1) 28W

DIFFUSER
RIBBED WHITE

ACRYLIC

(T) Tandem
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