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Lamping Options

Finish

• White

Application

• Office Task
• Undercabinet; T12, T8 Rapid Start
• Display
• Companion to Series 418 and 420

Lens

• Snap-in clear linear ribbed acrylic lens

Optional Features

Note: Fixture accommodates a low power factor
ballast.  For high power, a special order item, ask
for Adam Metal's 422 High Power Factor Series.

Custom modifications in the physical specification
and color are available for this fixture.
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SIZE

40W

20W
30W

15W

48 1/16
36 1/16
24 1/16
18 1/16

LENGTH

2 7/8

1/2

ADAM METAL PRODUCTS
series 422

1/2 DIA. K.O.
2X 7/16 DIA. K.O.

3X 3/16 DIA. K.O.

2X MTG. HOLES

15/16 SQ. K.O.

1 1/8 X 9/16 K.O.

TOP
WITHOUT DIFFUSER

SOCKET MOUNT

3/16 DIA. HOLE

3X 7/8 DIA. K.O.

5 1/8

1 3/4

1/2 DIA. K.O.
7/8 DIA. K.O.

RIGHT AND LEFT ENDS
ARE IDENTICAL

FRONT

LENS
SNAP-IN CLEAR LINEAR

PRISMATIC ACRYLIC
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T8
SIZE LENGTH

18-1/16
24-1/16
36-1/16
48-1/16

(1) 15W
(1) 17W
(1) 25W
(1) 32W

T12
SIZE LENGTH

18-1/16
24-1/16
36-1/16
48-1/16

(1) 15W
(1) 20W
(1) 30W
(1) 40W
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LENS
SNAP-IN CLEAR LINEAR

PRISMATIC ACRYLIC

TOP
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